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DECK MOUNTING ANGLE
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1250-1
END TRANSVERSE
100)(100)(5 RHS
TYP.

TRANSVERSE CROSS
MEMBERS 100)(50)(3
RHS TYP.

TOP CHORD AND ENDPOSTS
100x1 00)(5 RHS ALUMINIUM
WITH RADIUS EDGE

DIAGONALS 100)(50)(3
RHS WITH RADIUS EDGE
ALUMINIUM lYP.

KNEE RAIL 50)(25x3
RHS ALUMINIUM WITH
RADIUS EDGE WELDED
INSIDE TRUSS
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REFER A4-2784
FOR DErAIL

BOTTOM CHORD
150x100x5 RHS
ALUMINIUM WITH RADIUS
EDGEKNEE RAIL 50x25x3 RHS

ALUMINIUM WITH RADIUS
EDGE WELDED INSIDE
TRUSS

ALL ALUMINIUM EXTRUSIONS ARE TO BE OF GRADE 6063- T5 OR EQUIVALENT.
ALL ALUMINIUM STRUCTURES SHALL BE FABRICATED AND ERECTED IN ACCORDANCE WITH AS/NZS 1664:1997
ALL WELDING SHALL BE CARRIED OUT IN ACCORDANCE WITH AS 1665.
UNLESS OTHERWISE STATED, ALL WELDS SHALL BE CONTINUOUS 5mm FlLLEr WELDS.
UNLESS OTHERWISE STATED, FlLLER ALLOY SHALL BE OF GRAGE 5356.
WELDING SHALL BE CARRIED OUT BY QUALIFIED PERSONNEL WITH EXPERIENCE IN THE FABRICATION OF ALUMINIUM STRUCTURES.
PERSONNEL AND PROCEDURES SHALL BE QUALIFlED WITH THE TESTING OF WELD SAMPLES AS SPECIFlED IN AS 1665-1992.
ALL WELDS UNLESS NOTED OTHERWISE SHALL HAVE A MINIMUM WELD QUAUTY OF WELD CATEGORY B AS SPECIFlED IN AS
1665-1992 TABLE 6.1
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SCALE N.T.S. DWG A4-2715
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MARINE DOCK SYSTEMS
PTY LTD GANGWAY

12.0M x 1.2M
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